
SOUTH CENTRAL RAILWAY 

Safety.387/Fly Leaf/01/2019 

Fly Leaf No. 01/2019 

Attention...... ALL CONCERNED 

I. Brief history of incident: -On 15.11.2018 at 17.41 hrs at VKT station, Technician-

I/S&T/VKT along with his assistant planned to carry out preliminary works for 

replacement of LED with aspect unit, without issuing disconnection memo.; While the 

replacement work was in progress, the DN home signal was taken “OFF”, and 

“PROCEED” aspect with route indicator was displayed in the face of approaching 

Train No 66031 with Distant signal and Inner Distant signal in “Attention” aspect. On 

observing this, Loco Pilot halted the train at the foot of the Home signal. 

Subsequently Home signal was put back to ‘ON’ position and the train was received 

on Calling-ON signal. 

II. Brief history of incident: - On 29.11.2018 at 06.13 hrs, at BTTR station, Point 

No.18 failed at 06.13 hrs in reverse position. Tech-III/BTTR bypassed interlocking by 

giving reverse indication (at 06.37 hrs.) to panel when point was in normal condition. 

In this condition Starter signal No.S-47 of GL-4 was taken “OFF” for HPOB/BTPN 

goods at 06.40 hrs, resulting in train entering towards shunting neck. On observing 

this Loco Pilot stopped the train, after passing the starter signal. Push back memo 

was issued to Loco Pilot and train was backed to same GL-4. 

In order to prevent such incidences, following instructions(App-XIII of G&SR) 

are given:  

a. S&T Staff shall  

 Not interfere with points, signals and track circuits after the signals are 

cleared for movements. 

 Not interfere with signals, points and track circuits, etc. by false or direct 

feed. 

 Not adopt any short cut methods.  

 Ensure correct termination of cables for ensuring correct litting of signal 

aspects. 

 Ensure that the signals taken OFF from panel for a line are correctly litting 

at site. 

 Ensure correct setting of points and its indication for normal and reverse 

setting of points. 

 Not pickup any point indication (NWKR/RWKR) circuit relays by giving 

direct feed. 

b. While undertaking the items of work listed in Group (B) of Appendix XIII of 

G&SR, it is essential that the Station Master concerned be kept informed by 

the official of S&T department undertaking the work, so that Station Master on 



duty is aware that the S&T staff is working on signalling gears at his station. 

The written consent shall be obtained in the proforma (Annexure – A of para 

1416 of Signal Engineering Manual) 

c. It is essential in the interest of safety that whenever any work listed in Group 

(C) of Appendix XIII of G&SR) is to be executed necessitating interference 

with any points or its fittings, signals or its fittings, signal wires, point rodding 

or any interlocking gear or locking of switches or any other signalling gears for 

carrying out repairs or for making alterations to the circuitry or for any other 

purpose, which is likely to affect safe running of trains, the Station Master on 

duty must be given Disconnection Notice in the form S&T (T/351) (Annexure – 

B of para 1416 of Signal Engineering Manual) and his permission obtained 

before the work is started. 

d. When the situation mentioned in group (C) arises, the work shall commence 

only after traffic staff accepts Disconnection Notice. For undertaking 

maintenance and repair works under Disconnection the instructions given 

below to be followed:  

a. Signal maintenance and repair works should be done only under clear 

Disconnection Notice as per provisions contained in Para 11.4 of IRSEM 

(Part-II). They should also mention the duration of requirement to SM. 

b. Disconnection for duration up to one hour should normally be allowed by 

the SM depending upon trains in the section. 

c. If Disconnection is not allowed by the SM, it should be requisitioned again 

by the S&T Official and allowed by the Control depending upon the flow of 

trains. Otherwise, the available slot may be indicated by the Control to the 

S&T staff. 

d. In extreme exigencies, if the maintenance / repair of S&T gear is urgently 

needed to avoid an accident, the same may be suspended with the 

approval of Sr. DSTE. 

e. For works involving disconnection for more than one hour, a Disconnection 

schedule jointly signed by Sr.DSTE, Sr.DOM, and Sr.DEN & Sr.DEE/TRD 

should be issued and notified to all concerned and the progress of the joint 

schedule should be reviewed by the DRMs periodically. 

f. For Disconnections/maintenance likely to last for more than a day follow 

the instructions given in the Appendix-III of G&SR.: 

g. In the interval between Disconnection and Reconnection of gears, when it 

necessary to pass trains or perform shunting in the affected portion of lines 

where points etc., have been disconnected, procedure laid down in S.R. 

3.51.7.1 should be strictly followed.  
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