
SOUTH CENTRAL RAILWAY 

Safety.387/Fly Leaf/5/2020 

Fly Leaf No. 05/2020 

Attention..... ALL CONCERNED 

YARD ACCIDEENT/DERAILMENTS 

 

 

1. Brief of the accident (Derailment): On 01.04.2020 at 23.30 hrs at Nekkonda Private 

siding of SC division, Train no. BCN/E, while giving placement, one wagon, 11th from 

rear, rear trolley derailed on plain track, No obstruction to through traffic. 

Cause of the Accident: Excess twist in the track. Track maintained by siding 

authorities. 

 

2. Brief of the accident (Derailment): On 21.04.2020 at 05.45 hrs at Renigunta station  of 

GTL  division,  At RU yard, while T. No. CHJD BOXNHL entering into road no. 8, four 

wagons 19th, 20th, 22nd and 23rd wagons from TE derailed near point no. 25A. No 

obstruction to through traffic. 

Cause of the Accident: Uneven loading of commodity barytes. 

3. Brief of the accident (Derailment): On 22.04.2020 at 23.50 hrs at JPTN Yard of SC 

division, while AC LE No. 27740 performing shunting from Road No.2 to Road No.4, 

Loco front truck front trolley 4 wheels derailed at point No. 107. LP moved his loco 

without either verbal or written instructions from shunting staff after placement of BCN 

rake from Goods loop at JPTN yard towards RRPM. No obstruction to through traffic. 

Cause of the Accident: LP without either verbal or written instructions from shunting 

staff drawn his loco ahead on to the open trap point No.107DS without ensuring the point 

position. 

 

4. Brief of the accident (SPAD): On 29.04.2020  at Reddigudem station  of GNT division,  

LP of AC Couple LE while approaching DN Home signal S-20 of REM station failed to 

stop and passed it at ON and stopped after passing 400Mts approximately.  

Cause of the Accident: Disregard of signal by LP 

 

5. Brief of the accident (Derailment): On 05.05.20 at 12.45 hrs at KZJ marshalling yard, of 

SC division, while shunting 2 BCNE wagons, 2nd wagon front trolley 4 wheels derailed at 

hand operated point no.24. No obstruction to through traffic.                                    

Cause of the Accident:  Trailing through point No. 24 and backing over the same. 

 

6. Brief of the accident (Derailment): On 07.05.20 at  FCI Private siding CHZ Station of 

SC division, Siding hamalis hand shunted one BCNL wagon on Line no.3 which WAS roll 

down and derailed at manual trap point no 5 by one trolley 3 wheels.                                       

Cause of the Accident: Siding loading labour hand shunting the wagon to clear the lorry 

path without securing wagon by wedges/skids leading to rolling down and derailment on 

open cut point. 



 

7. Brief of the accident (Un usual incident): On 08.05.2020 at 05.22 hrs between 

Badnapur - Karmad stations  of NED division. T. No. PNV/BTPNE Goods, while passing 

caused an unusual incident in which few persons were run over by the train. 

Cause of the Accident: Negligence of persons reportedly sleeping on the railway 

track.(Error in working by public near Railway line) 

 

8. Brief of the accident (Derailment): On 11.05.2020 at 15.55 hrs at Purna yard  of NED 

division, while DSL LE MU performing shunting from PF No.4 towards Shunting neck-2, 

Loco 11134 front trolley all wheels derailed after hitting dead end.  

Cause of the Accident: Shunter failed to work from leading loco towards the direction of 

traffic and he has poor knowledge of PAU yard. He could not judge the distance before 

the dead end where he had to stop. 

 

9. Brief of the accident (Derailment): On 16.05.2020 at 15.55 hrs at Purna yard  of NED 

division, while performing shunting of Diesel Multi Light Engine, leading Loco No. 

13039/WDG3A/PA  derailed at Point No. 41B..  

Cause of the Accident: LP failed to observe shunt signal. 

 

10. Brief of the accident (Derailment): On 23.05.2020 at Vanganuru station of GTL division, 

while DSL Couple LE was being attached to the stable stock of Steel/City BOST, empty 

wagon next to Train engine derailed..  

Cause of the Accident: LP presumed that there is distance between loco and the 

formation and gave bump before attaching to the formation. LP done shunting from 

trailing Cab 

 

11. Brief of the accident (Derailment): On 23.05.2020 at Nagireddipalli  of GNT division, 

while giving movement to Tower Car from Track machine siding to Road-3 Tower car 

derailed at Point No.14A. 

Cause of the Accident: Tower Car driver failed to stop on Road No.3. Tower Car Driver 

done shunting from trailing Cab 

 

There are 9 yard accidents/derailments from 01.04.20 to 31.05.20 on South 

Central Railway. In view of above accidents following provisions are reiterated. 

I. Control and Responsibility of shunting 

1) The Loco Pilot shall not, however, depend entirely on signals and shall always 

be vigilant and cautious. 

2) The speed during shunting operations shall not exceed 15 kilometres 

3) The Loco Pilot shall, before moving on the Stop signal taken ‘off ‘ for him, 

observe the hand signals of the Railway servant conducting shunting 

4)  At stations where separate shunting staff are employed, they shall attend to 

al shunting operations. At all other stations, shunting operations shall be 

supervised personally by Guard.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                       

5) The speed of all movements of Wagons containing explosives does not 

exceed 8 KMPH. 

6) Shunting should be done with leading loco and leading cab only. 



,Siding – shunting in sidings 

 

1) The Person in-charge of the Pilot is responsible for the safe working of the 

Pilot and for the correct setting and securing of all points concerned to the 

line using cotter & bolt / clamp and padlock while entering / leaving the 

siding and during shunting operations. 

2) The Person in-charge of the Pilot has to ensure that the Pilot train is standing 

within the fouling marks and adequately secured before detaching the engine. 

3) The Person in-charge of the Pilot is responsible for ensuring tightening the 

wagon couplings, securing the wagon doors, connecting the hosepipes and 

ensuring that the vacuum / air pressure is maintained upto the last vehicle.. 

4) Unmanned Level Crossings 

The Pilot must stop short of unmanned level crossing on way to / fro the 

siding. The Pilot should move across the level crossing only after ensuring 

that the gate is clear of road traffic. 

II. Private Siding – Inspection (No. 83/W1/SP/12 (Pt.) New Delhi dt. 

22.3.93-Annexure L) 

Vide Railway Board letter suggested the following schedule of 

Inspection by Engineering official 

1. SSE/JE(P.Way) - every three months 

2. ADEN   - every six months 

3. Sr.DEN/DEN  - once in a year 

 The PWI / APWI after inspection should submit a report on his inspection to 

the Sr. DEN / DEN concerned who should convey the salient points 

requiring attention to the private siding owner for necessary action. Sr. DEN 

/ DEN or AEN may inspect the siding also as and when considered 

necessary. In addition, the private siding owner will submit a certificate 

every month, certifying that the siding and its installations, maintained by 

him, are to the required standards as fixed by the Railway Administration.  

 In addition to the above, it is advised the periodical inspections may be 

carried out by nominated Senior Subordinates of Operating , Loco and 

Mechanical and S&T departments in the private siding to ensure that the 

stipulated working instruction are being adhered .Necessary counselling 

should be given by Railway subordinates to the supervisory staff engaged 

by the private siding owners for maintenance, Necessary records of 

compliance for the inspection reports have to be maintained by siding 

authorities and it has to be verified by Railway authorities during their 

inspections. The above procedure may be followed to ensure safety in 

private siding. 

CHIEF SAFETY OFFICER 

SAFETY ORGANISATION                                                  SOUTH CENTRAL RAILWAY 

 


