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ALL RUNNING STAFF 
 
                  Sub: Working of trains into and out of sidings – regd. 

***** 

It has come to notice that, in many instances trains are detained for want of additional 

Points man to work into sidings (without Guard) and in some instances not obeyed 

instructions for pushing back of trains.  

 

In view of the above, the instructions incorporated under Annexure-XVII in G&SR, related 

to running staff, are reiterated for guidance of all running staff and for strict compliance.  

  

1. Guard of the train or in his absence any operating staff deputed for this purpose by the 

Station Master is in-charge of the Pilot.  

2. The Person in-charge of the Pilot is responsible for safe working of pilot and for the 

correct setting and securing of all points concerned to the line using cotter & bolt/clamp 

and padlock while entering/leaving the siding and during shunting operations.  

3. The person in-charge of the pilot has to ensure that the pilot train is standing within the 

fouling marks and adequately secured before detaching the engine.  

4. The Person in-charge of the pilot is responsible of ensuring tightening the wagon 

couplings, securing the wagon doors, connecting the hosepipes and ensuring that the 

vacuum/air pressure is maintained up to the last vehicle. 

5. The person in-charge of the Pilot shall be responsible to ensure that no vehicle is left 

over on the line between the station yard and the siding yard.  

6. The Pilots can be worked during day and night and engine must always lead while 

working the pilot train to and from the siding. 

7. Under exceptional circumstances, Sr. DOM is authorized to permit engine pushing in 

Sidings duly considering the following, in addition to the prescribed precautions:  

i. The station yard is isolated from the siding line;  

ii. The siding line shall be a short stretch one; 

iii. There shall not be any non-interlocked LC gate in the path; 

iv. That there is no gradient of 1 in 400 or steeper in the entire path;  

v. The line on which trains will be pushed shall have Buffer Stop/Sand Hump. 

 

While pushing the train the following precautions shall be followed:  

i. The Pilot in-charge shall travel in the leading vehicle i.e., brake-van of pilot train, if it 

is without brake van, he shall walk by the side of the track in rear of the last vehicle 

of the train. 

ii. He shall keep a sharp lookout while passing through unmanned level crossings, 

bridges and cuttings. 

iii. He shall continuously exhibit proceed hand signal to the Loco Pilot. 

 

 



 

 

 

iv. The absence of proceed hand signal may be due to an obstruction and the Loco Pilot 

shall stop the train at once. 

v. The Pilot in-charge shall continuously warn the people on the way to make them 

aware about the pushing of train and to stand clear of the track. 

vi. The Loco pilot shall continuously whistle and keep a sharp look out, and be prepared 

to stop the train short of any obstruction.  

vii. The maximum speed shall not exceed 10 KMPH.  

 

All CLIs are advised to counsel all running staff on the above instructions and instructions 

given under annexure XVII to G&SR for strict compliance.   
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