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Fly Leaf No. 05/2021 

 

Attention...       ALL CONCERNED.......... 

 

 

On 17.03.2021, Tr. No.05326, working with Loco No.40201/WDP4D/TKD 

while entering at TPU Station (IZN/N.E.Rly) involved in cattle run over, BP & FP pipe 

angle COCs got damaged and BP & FP pressure drained off to zero. As per primary 

information, Crew closed additional BP & FP COCs but still MR pressure was not 

maintaining. LP was trouble shooting for MR pressure building up, sent ALP to check 

the formation for any leakages, but ALP & Guard released the formation without 

ensuring proper securing of Loco/formation. This resulted in train roll down upto 

Khatima station. 

In view of above and to prevent rolling down of train, all Guards and Crew should 

be counselled on the following: 

1. Whenever train engine is changed, brake continuity test from engine to last 

vehicle should be conducted.(S.R.4.31.6) 

2. If engine of passenger carrying train is required to be detached in an emergency 

the following precautions shall be taken.––  

1. Hand brakes of all brake-vans and goods and coaching vehicles on train shall 

be securely applied.  

2. The Skids/wedges shall be securely jammed under the farthermost wheels of 

the rake in the direction of the falling gradient (S.R.4.48.1) 

3. If it is required to detach the engine of a goods train outside the station limits on a 

gradient not steeper than 1 in 600, the Guard shall apply the hand brake of the 

brake-van and also the hand brake of at least 18 vehicles on the train. If the 

gradient is steeper than 1 in 600 the Guard shall apply the hand brake of the 

brake-van and also the hand brakes of all vehicles on the train.(S.R.4.48.2) 

4. Whenever a train is stopped on a gradient for any reason like accident, loco 

failure, OHE supply failures etc., it is essential and important to apply the train 

(A9) and loco (SA9) brakes so as to hold the train safely on the 

gradient.(4.49.2.1). The guard of the train has to verify application of train brakes 

by observing the drop in the BP pressure gauge provided in the SLR/BV.(4.49.2.2) 

5. For any reason, if the Guard has to leave SLR/BV, he should apply hand brakes 

of SLR/BV before leaving.  (S.R.4.57.3.) 



6. No Loco Pilot shall leave his working locomotive or his self-propelled vehicle when 

on duty, whether at a station or on a running line, except in case of absolute 

necessity and after a competent railway servant (ALP) has been placed in charge 

of the locomotive or self-propelled vehicle. In the case of a self-propelled vehicle 

manned by a Loco Pilot only, a Loco Pilot may leave it when necessary, provided 

he has locked the cabs and has put the vehicle in low gear with the ignition switch 

in the off position and has screwed down and locked the hand brake.(G.R.4.61) 

7. When vehicles are stabled at station, precautions prescribed in the S.R.5.23 to be 

observed. 

8. If, for any reason, a train is brought to a stand for a period longer than 15 minutes, 

the hand brakes of the locomotive shall be applied in addition to the application of 

vacuum/air brake etc. If such stoppage happens to be of train having vehicles with 

roller bearings on sections with a grade of 1 in 150 and steeper and train having 

vehicles with other than roller bearings on sections with a grade 1 in 100 and 

steeper, the following additional precautions shall be taken :- 

On trains carrying passengers, the Guard shall apply hand brakes in the brake-

van and wedges as the case may be, to the wheels of two vehicles nearer to the 

descending steep incline. On goods trains, hand brakes of at least one third of the 

wagons in the train or 10 wagons behind the engine and 5 wagons inside the 

brake-van, whichever is more, shall be applied, in addition to the application of 

Guard’s hand brake in the brake-van.(S.R.6.04.2.1) 

9. In case of detention is likely to be of more than 30 minutes, wedging of wheels of 

locomotives using wooden wedges as per RDSO’s approved design, provided on 

locomotive should be done along with application of Guard’s brakes to avoid 

rolling down of the train. 

10. If no tension in OHE continues, the Loco Pilot shall immediately switch on the 

loco flasher and control the speed (not exceeding 60 KMPH at night) so as to be 

able to stop short of any obstruction and stop his train close to first emergency 

socket and will communicate with the TPC / SCOR to know the reason for no 

tension in OHE. The Crew should act according to the advice of control. 

(S.R.17.09.3.(ii) 

11. Protection of single and multiple unit train stopped between stations  If the 

stoppage is caused by a defect which the Loco Pilot is competent to rectify, he 

shall attend to the defect provided that, if it is necessary for him to leave the 

driving compartment, he shall before leaving, put on the automatic brake fully and 

also apply the hand brake in the driving compartment. He shall advise the Guard, 

if the stoppage is on a grade steeper than 1 in 100, the Guard shall also put on 

the hand brake in the Guard’s compartment and on at least two other vehicles, if 

available (S.R.17.09.15.1) 

 

PRINCIPAL CHIEF SAFETY OFFICER               SAFETY ORGANISATION 


