
 
 
No.C/E. 221/TRSO/21/SOBs      Date: 26.07.2021 

SOB-28/2021 
ALL   RUNNING   STAFF 

Sub: Tripping/Failure of OHE- action to be taken by running staff – regd.    
*** 

The following instructions are issued for strict adherence by all running staff:  
A. Duties and responsibilities  of the running staff  in case of OHE tripping/No 

tension in OHE (SR 17.09 item No.16):  
i. In cases of transient tripping of OHE, the LP shall resume normal traction 

and keep a sharp look out including on the adjacent line/lines to see if 
there are any abnormalities/obstructions and will inform the Guard 
through walkie-talkie or whistle code about tripping in OHE.  The ALP 
should look back & observe his train for any abnormality.  

ii. If No tension in OHE continues, the LP shall immediately switch ON the 
Loco flasher and control the speed (not exceeding 60 kmph at night) 
so as to be able to stop short of any obstruction and stop his train close 
to first emergency socket and will communicate with the TPC/SCOR to 
know the reason for No tension in OHE and act according to the 
advice of control.  

iii. If it is not possible to communicate with the TPC/SCOR immediately, the 
LP shall depute the ALP to get down and check the train with the 
Guard in order to look for any abnormality or any defect in his train 
including locomotive.  After the train has been checked, the LP/Guard 
shall inform SCOR of the abnormality and assistance required, In case 
of no abnormality is noticed in his train, the LP should switch OFF the 
Loco flasher.  

iv. If in the meantime power supply to OHE gets restored, the Loco pilot 
shall resume normal traction as soon as he comes to know of such 
resumption of supply.  

B. In addition to the above, all running staff  should observe the following 
instructions while working in OHE territory (ref: SR 17.03)  
i. Engine crew of all trains shall be vigilant and keep a sharp look out 

while the train is in motion and watch the overhead equipment and 
report any defect noticed to the TPC/SCOR.  

ii. When a defect on the OHE which is likely to interfere with the smooth 
movement of the pantograph or cause damage to it, is noticed 
ahead, the LP shall trip the circuit breaker and immediately lower the 
pantograph. An emergency stop should be made, if necessary.  

iii. If the damage to OHE i.e., contact wire, catenary etc., shall be 
reported to the TPC through the nearest emergency telephone circuit 
or in case this circuit is not available through any other telephone.  

iv. When a train comes to a stop in an electrified section and the cause of 
stoppage is not immediately obvious, the crew shall immediately take 
action to protect the train  as per Rule 6.03 and SRs there under.  

C. All TLCs/PCORs shall convey the information received from Loco crew about 
OHT tripping/defects/No Tension failures to TPC/SC immediately for necessary 
action.  

All CLIs are advised to counsel all their nominated running staff for strict 
adherence of above instructions.  

(A.MADHUSUDHAN SAGAR) 
                           Sr.DEE/TRSO/SC 
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